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Dear Customer,

Thank you for choosing a quality 
engineered STIHL product.

This machine has been built using 
modern production techniques and 
comprehensive quality assurance.  
Every effort has been made to ensure 
your satisfaction and troublefree use 
of the machine.

Please contact your dealer or our 
sales company if you have any 
queries concerning your machine.

 

            Hans Peter Stihl
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English

Guide to Using this Manual
Pictograms
All the pictograms attached to the 
machine are shown and explained in  
this manual.

The operating and handling instructions 
are supported by illustrations.

Symbols in text
The individual steps or procedures 
described in the manual may be marked 
in different ways:

: A bullet marks a step or procedure 
without direct reference to an 
illustration. 

A description of a step or procedure that 
refers directly to an illustration may 
contain item numbers that appear in the 
illustration.
Example:

Loosen the screw (1) 
Lever (2) ...

In addition to the operating instructions, 
this manual may contain paragraphs 
that require your special attention. Such 
paragraphs are marked with the 
symbols described below:

Warning where there is a risk of an 
accident or personal injury or 
serious damage to property.

Caution where there is a risk of 
damaging the machine or its 
individual components.

Note or hint which is not essential 
for using the machine, but may 
improve the operator’s under-
standing of the situation and result 
in better use of the machine.

Note or hint on correct procedure in 
order to avoid damage to the 
environment.

Equipment and features
This instruction manual may refer to 
several models with different 
features. Components that are not 
installed on all models and related 
applications are marked with an 
asterisk (*).  Such components may 
be available as special accessories 
from your STIHL dealer.

Engineering improvements
STIHL’s philosophy is to continually 
improve all of its products. As a result, 
engineering changes and improvements 
are made from time to time. If the 
operating characteristics or the 
appearance of your machine differ from 
those described in this manual, please 
contact your STIHL dealer for 
assistance.

Therefore some changes, modifications 
and improvements may not be covered 
in this manual.
2 FR 350, FR 450, FR 480



English

Safety Precautions and 
Working Techniques
Special safety 
precautions must be 
observed when working 
with this power tool 
because of the very high 
speed of the cutting tool. 

It is important that you 
read and understand the 
instruction manual before 
using your power tool for 
the first time. Keep it in a 
safe place for later 

reference. Non-observance of the 
following safety precautions may cause 
serious or even fatal injury.

Always observe local safety regulations, 
standards and ordinances.

If you have not used this type of power 
tool before: 
Have your dealer or other experienced 
user show you how to operate your 
power tool or attend a special course of 
training in power tool operation.

Minors should never be allowed to use a 
trimmer.

Bystanders, especially children, and 
animals should not be allowed in the 
area where a trimmer is in use.

When the machine is not in use (work 
break), shut it off so that it does not 
endanger others and secure it against 
unauthorized use.

The operator is responsible for avoiding 
injury to third parties and damage to 
their property.

Do not lend or rent your power tool 
without the instruction manual. Be sure 
that anyone using your power tool reads 
and understands the information 
contained in this manual.

You must be fit to work with a power tool. 
Rested, healthy and in good physical 
and mental condition

If you have any condition that might be 
aggravated by strenuous work, check 
with your doctor before operating a 
power tool. 

Persons with pacemakers only: The 
ignition system of your unit produces an 
electromagnetic field of a very low 
intensity. This field may interfere with 
some pacemakers. To reduce health 
risks of serious, STIHL recommends 
that persons with pacemaker consult 
their physician and the pacemaker 
manufacturer before operating this tool.

Do not operate this power tool while 
under the influence of any substance 
(drugs, alcohol) which might impair 
vision, dexterity or judgment.

Depending on the cutting tool fitted, use 
your power tool only for cutting grass, 
wild growth, shrubs, scrub, bushes, 
small trees and similar materials. 

Do not use your power tool for any other 
purpose since it may result in accidents 
or damage to the machine. Never 
attempt to modify your power tool in any 
way since this may also result in 
accidents or damage to the machine.
3FR 350, FR 450, FR 480
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Only mount cutting tools or accessories 
that are explicitly approved for this 
power tool model by STIHL or are 
technically identical. If you have any 
questions in this respect, consult a 
specialist dealer. To reduce the risk of 
accidents or damage to the machine, 
use only high quality tools and 
replacement parts.

STIHL recommends the use of STIHL 
original tools and accessories. The 
characteristics of these components are 
specifically designed to match your 
machine and meet your performance 
requirements.

The deflector on this brushcutter cannot 
protect the operator from all objects 
thrown by the cutting tool (stones, glass, 
wire, etc.). Such objects may ricochet 
and then hit the operator.

Clothing and Equipment
Wear proper protective clothing and 
equipment.

Clothing must be sturdy 
but allow complete 
freedom of movement. 
Wear snug-fitting clothing, 
e.g. an overall and jacket 
combination, do not wear 

a work coat.

Avoid loose-fitting jackets, scarves, 
neckties, jewellery or anything that could 
get caught on wood, brush or rotating 
parts of the machine. Tie up and confine 
long hair (e.g. with a hair net, cap, hard 
hat, etc.).

Wear steel-toed 
safety boots with 
non-slip soles. 

Sturdy boots with non-slip 
soles may be worn as an 

alternative only when using the mowing 
heads.

Wear a safety hard hat 
for thinning, in high scrub 
and where there is a 
danger of head injuries 
from falling objects. 
To reduce the risk of injury 

to your eyes from swirled up or thrown 
objects, always wear safety glasses 
and a face shield. 

Warning! A face shield alone does not 
provide adequate eye protection.

Wear hearing protection (earplugs or ear 
muffs).

Wear heavy-duty 
gloves, preferably made 
of leather.

STIHL offers a comprehensive range of 
safety clothing and equipment.
4 FR 350, FR 450, FR 480
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Transporting the Unit

Turn off the engine before transporting 
the unit over distances of more than 
about 50 meters. 

Carry your brushcutter in the normal 
operating position: Powerhead on your 
back, left hand on loop handle and right 
hand on control handle, cutting tool 
lowered to near ground level. 
Cover metal cutting tool with the 
transport guard to reduce risk of 
accidental contact.

Transporting in a vehicle: Properly 
secure your unit to prevent turnover, fuel 
spillage and damage.

Fueling
Gasoline is an 
extremely flammable 
fuel. 
Do not smoke or bring any 
fire or flame near the fuel, 
avoid spilling fuel.

Always shut off the engine before 
refueling.

Do not fuel a hot engine – fuel may spill 
and cause a fire.

Open the fuel cap carefully to allow any 
pressure build-up in the tank to release 
slowly and avoid fuel spillage.

Fuel your machine in well-ventilated 
areas, outdoors only. Wipe off any 
spilled fuel before starting and check for 
leakage. Take care not to get fuel on 
your clothing. If this happens, change 
immediately.

Power tools come standard with either a 
screw-type or bayonet-type fuel cap.

After fueling, tighten the 
screw-type cap by hand 
with as much force as 
necessary.

Insert the fuel filler cap 
with hinged grip (bayonet 
type) correctly in the 
opening, turn it clockwise 
as far as stop and fold the 
grip down.

This reduces the risk of unit vibrations 
causing the fuel cap to loosen or come 
off and spill quantities of fuel.

To reduce the risk of serious or fatal 
burn injuries, check for fuel leakage. If 
fuel leakage is found, do not start or run 
the engine until leak is fixed.
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Before Starting
Check that your power tool is properly 
assembled and in good condition – refer 
to appropriate chapters in the instruction 
manual:

– Check that the combination of 
cutting tool, deflector, handle and 
harness is approved and all parts 
are properly assembled.

– Slide control / stop switch must 
move easily to STOP or 0

– Smooth action of throttle trigger and 
throttle trigger interlock (where 
applicable) – throttle trigger must 
return automatically to idle position.

– Check that spark plug boot is secure 
– a loose boot may cause arcing 
that could ignite combustible fumes 
and cause a fire.

– Cutting tool or attachment: Check 
for correct and secure assembly 
and good condition.

– Check protective devices (e.g. 
deflector, rider plate) for damage 
and wear. Replace any damaged 
parts. Do not continue operating 
your power tool if the deflector is 
damaged or the rider plate is worn 
(i.e. label or arrows no longer 
legible).

– Never attempt to modify the controls 
or safety devices.

– Keep the handles dry and clean, 
free from oil and dirt, for safe 
control.

– Adjust harness and loop handle to 
suit your height – see "Fitting 
Backpack".

To reduce the risk of accidents, operate 
your power tool only if it is in good 
working order.

Be prepared for an emergency when 
wearing a harness: Practise quickly 
setting down the unit. To avoid damage, 
do not throw the machine to the ground 
when practising.

Starting the Engine
Start the engine at least 3 meters from 
the fueling spot, outdoors only.

Place the unit on firm ground in an open 
area. Make sure you have good balance 
and secure footing. Hold the unit 
securely. The cutting tool must be clear 
of the ground and all other obstructions 
because it may begin to rotate when the 
engine starts.

Your brushcutter is a one-person unit. To 
reduce the risk of injury from thrown 
objects, do not allow other persons 
within a radius of 15 meters of your own 
position, even when starting.

To reduce the risk of 
injury, avoid contact with 
the cutting tool.

Do not drop start the 
power tool. The correct 
starting procedure is 
described in your 
instruction manual. Note 
that the cutting tool 

continues to rotate for a short period 
after you let go of the throttle trigger 
(flywheel effect).

Check idle speed: The cutting tool must 
not rotate when the engine is idling with 
the throttle trigger released.

To reduce the risk of fire, keep hot 
exhaust gases and hot muffler away 
from easily combustible materials (e.g. 
wood chips, bark, dry grass, fuel).
6 FR 350, FR 450, FR 480
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Holding and Controlling the Unit
Make sure you always have good 
balance and secure footing.

Carry the powerhead on your back. To 
reduce the risk of injury, put the 
powerhead on your back only after 
starting and making sure the cutting tool 
is not rotating.

Always hold the drive tube firmly with 
both hands on the handles – right 
hand on control handle and left hand on 
loop handle – and always keep the drive 
tube on the right side of your body.

In an emergency, throw off the 
brushcutter by opening the quick-
release fastener on the waist strap and 
slipping out of the shoulder straps.

Before using the brushcutter for the first 
time, practise opening the quick-release 
fastener several times so that you know 
how it works

During Operation
In the event of imminent danger or in an 
emergency, switch off the engine 
immediately – move the slide control / 
stop switch to 0 or d.

In order to reduce the risk of injury to 
bystanders from thrown objects, always 
keep bystanders 15 meters away from 
your own position.
To reduce the risk of damage to 
property, also maintain this distance 
from other objects (vehicles, windows).

Make sure the idle speed setting is 
correct. The cutting tool must not rotate 
when the engine is idling with the throttle 
trigger released.

Check and correct the idle speed setting 
at regular intervals. If the cutting tool still 
rotates, have your dealer check your 
brushcutter and make proper 
adjustments or repairs.
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Take special care in slippery conditions 
– damp, snow, on slopes, uneven 
ground, etc.

Watch out for obstacles such as tree 
stumps and roots which could cause you 
to trip or stumble.

Make sure you always have firm and 
secure footing.

Be particularly alert and cautious when 
wearing hearing protection because 
your ability to hear warnings (shouts, 
alarms, etc.) is restricted.

To reduce the risk of accidents, take a 
break in good time to avoid tiredness or 
exhaustion.

Work calmly and carefully – in daylight 
conditions and only when visibility is 
good. Stay alert at all times so as not to 
endanger others.

Your power tool produces 
toxic exhaust fumes as 
soon as the engine is 
running. These fumes 
may be colorless and 
odorless. Never run the 

engine indoors or in poorly ventilated 
locations, even if your model is equipped 
with a catalytic converter.

To reduce the risk of serious of fatal 
injury from breathing toxic fumes, 
ensure proper ventilation when working 
in trenches, hollows or other confined 
locations.

Operate your power tool so that it 
produces a minimum of noise and 
emissions – do not run engine 
unnecessarily, accelerate the engine 
only for cutting.

To reduce risk of fire, do not smoke 
while operating or standing near your 
power tool. Note that combustible fuel 
vapor may escape from the fuel system.

The dust, vapor and smoke created 
during operation may be damaging to 
health. Wear a suitable respirator in very 
dusty or smoky conditions.

If your power tool is subjected to 
unusually high loads for which it was not 
designed (e.g. heavy impact or a fall), 
always check that it is in good condition 
before continuing work – see also 
“Before Starting”.
Check the fuel system for leaks and 
make sure the safety devices are 
working properly. Do not continue 
operating your power tool if it is 
damaged. In case of doubt, have the 
machine checked by your servicing 
dealer.

Do not operate your power tool with the 
starting throttle lock engaged as you do 
not have control of the engine speed in 
this position.

To reduce the risk 
of personal injury 
from thrown 
objects, never 
operate the unit 

without the proper deflector for the type 
of cutting tool being used. 

Before starting work, 
inspect the area for 
stones, glass, pieces of 
metal or other solid 
objects which could cause 
personal injury, damage 

the cutting tool or be thrown and cause 
damage to property (e.g. parked 
vehicles, windows)

Special care must be taken when 
working in difficult, over-grown terrain.

When cutting high scrub, under bushes 
and hedges: Keep cutting tool at a 
minimum height of 15 cm to avoid 
harming small animals (e.g. 
hedgehogs).
8 FR 350, FR 450, FR 480
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Always shut off the engine before 
leaving the unit unattended.

Check the cutting tool at regular short 
intervals. If behavior of cutting tool 
changes, check it immediately: 

– Turn off the engine. Hold the unit 
firmly and press the cutting tool into 
the ground to bring it to a standstill.

– Check condition and tightness – 
look for cracks. 

– Check sharpness.
– Replace damaged or dull cutting 

tools immediately, even if they have 
only superficial cracks. Perform 
ringing test on metal cutting tools.

Clean grass and scrub off the cutting 
tool mounting at regular intervals. If the 
cutting tool or deflector becomes 
clogged or stuck, always turn off the 
engine and make sure the cutting tool 
has stopped before cleaning.

To reduce the risk of unintentional 
engine start and injury, always shut off 
the engine and remove the spark plug 
boot before replacing the cutting tool.

Never repair damaged or cracked 
cutting tools by welding, straightening or 
modifying the shape (out of balance).

This may cause parts of the cutting tool 
to come off, hit the operator or 
bystanders at high speed and result in 
serious or fatal injuries.

When using mowing heads

Mount the additional parts specified in 
the instruction manual to the cutting tool 
deflector.

Use the approved deflector with a 
properly mounted line limiting blade to 
ensure the nylon lines are trimmed to the 
correct length.

To reduce the risk of injury, always shut 
off the engine before adjusting length of 
nylon line on manually adjustable 
mowing heads.

Using the unit with over-long nylon 
cutting lines increases the load on the 
engine and reduces its operating speed. 
This causes the clutch to slip 
continuously and results in overheating 
and damage to important components 
(e.g. clutch, polymer housing 
components). There is also a risk of 
injury from the cutting tool rotating while 
the engine is idling.

When using metal cutting tools

Sharpen metal cutting tools regularly as 
specified. Dull or improperly sharpened 
cutting edges can put a higher load on 
the cutting tool and increase the risk of it 
cracking or shattering – risk of injury.
9FR 350, FR 450, FR 480
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Vibrations
Prolonged use of the unit may result in 
vibration-induced circulation problems in 
the hands (whitefinger disease).

No general recommendation can be 
given for the length of usage because it 
depends on several factors.

The period of usage is prolonged by:

– Hand protection (wearing warm 
gloves)

– breaks

The period of usage is shortened by:

– Any personal tendency to suffer 
from poor circulation (symptoms: 
frequently cold fingers, itching).

– Low outside temperatures.
– Gripping force (a tight grip hinders 

circulation).
Continual and regular users should 
monitor closely the condition of their 
hands and fingers. If any of the above 
symptoms appear, seek medical advice.

Maintenance and repairs
The machine must be serviced regularly. 
Do not attempt any maintenance or 
repair work not described in your 
Owner’s Manual. All other work should 
be carried out by a servicing dealer. 

STIHL recommends that maintenance 
and repair work be carried out only by 
authorized STIHL dealers. STIHL 
dealers receive regular training and are 
supplied with technical information.

Use only high-quality replacement parts, 
in order to avoid the risk of accidents or 
damage to the machine. Contact a 
dealer if in doubt.

STIHL recommends the use of genuine 
STIHL spare parts. Such parts have 
been optimized for the machine and the 
user's requirements.

Before starting any maintenance or 
repair work and before cleaning the 
machine, always  stop the engine and 
disconnect the spark plug boot  to 
avoid all  risk of injury  if the engine 
starts up inadvertently.  – Exception: 
adjustment of carburetor and idle speed.

Do not service or store the machine near 
a naked light – risk of fire due to the 
fuel.

Check fuel cap regularly for tightness.

Use only the spark plugs approved by 
STIHL – see Specifications.

Inspect ignition lead (insulation in good 
condition, secure connection).

To reduce the risk of fire due to ignition 
outside the cylinder, move the slide 
control / stop switch to  STOP or 0 before 
turning the engine over on the starter 
with the spark plug boot removed or the 
spark plug unscrewed.

Check that the muffler is in perfect 
working condition.

Do not use the machine if the muffler is 
damaged or missing – risk of fire! – 
Hearing damage!

Do not touch the hot muffler – risk of 
burns!

The condition of the anti-vibration 
buffers influences the machine's 
vibrations – they must be examined 
regularly.
10 FR 350, FR 450, FR 480
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Symbols on Deflectors
An arrow on the deflector shows the 
correct direction of rotation of the cutting 
tools.

Use deflector in 
combination with 
mowing heads 
only. Do not use 
metal cutting tools.

Mowing Head with Nylon Line

Nylon line achieves a soft cut for edging 
and trimming around fence posts, trees, 
etc. – less risk of damaging tree bark.

To reduce the risk of injury, never 
use steel wire in place of the nylon 
cutting line.

STIHL PolyCut Cutting Head with 
Plastic Blades
The PolyCut is used for edging fields not  
bordered by posts, fences, trees or other 
obstacles.

Check wear limit marks!

If one of the marks on the PolyCut is 
worn through (arrow): To reduce the risk 
of injury from thrown parts, stop using 
the head immediately. Install a new 
one.

It is important to follow the maintenance 
instructions for the PolyCut cutting head!
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Risk of kickout (blade thrust) with 
all rigid cutting blades
Kickout is the sudden and uncontrolled 
motion towards the operator’s right or 
rear that can occur when the shaded 
area of the rotating blade come into 
contact with a solid object like a tree, 
rock or similar. The rapid counter-
clockwise rotation of the blade may be 
stopped or slowed, and the cutting blade 
may be thrown to the right or to the rear.

The risk of kickout is greatest when 
the shaded area of the rotating blade 
comes into contact with a solid object.

Grass Cutting Blade

Use for cutting grass and weeds only. 
Sweep the brushcutter in an arc like a 
scythe.

Warning! Improper use may damage 
the grass cutting blade – risk of injury 
from thrown parts.

Resharpen the cutting blade according 
to instructions when it has dulled 
noticeably.

Brush Knife
Suitable for cutting matted grass, wild 
growth and scrub, thinning young stands 
with a maximum stem diameter of 2 cm. 
To reduce the risk of personal injury, 
never attempt to cut thicker wood.

To cut wild growth and scrub, lower the 
brush knife down onto the growth to 
achieve shredding effect – do not use 
the cutting tool above waist height.

Exercise extreme caution when using 
this method of cutting. The higher the 
cutting tool is off the ground, the greater 
the risk of cuttings being thrown 
sideways and causing injury.

Use the brushcutter like a scythe (sweep 
it to the right and left) at ground level 
when cutting grass and thinning young 
stands.
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Assembling the  
Brushcutter
Warning! Improper use of a brush knife 
may cause it to crack, chip or shatter. 
Thrown parts may injure the operator or 
bystanders.

To reduce the risk of personal injury it is 
essential to take the following 
precautions:

– Avoid contact with stones, rocks,  
pieces of metal and other solid 
foreign objects.

– Never cut wood or shrubs with a 
stem diameter of more than 2 cm.

– Inspect the brush knife at regular 
short intervals for signs of damage. 
Do not continue working with a 
damaged brush knife

– Resharpen the brush knife regularly 
(when it has dulled noticeably) and 
have it balanced if necessary (by 
servicing dealer).

Mounting the Support Frame
: Loosen and remove the M 10 x 40 

screw (1) with lock washer (2) and 
plain washer (3) from the 
powerhead (4).

: Secure the support frame (5) to the 
powerhead with the screw, lock 
washer and plain washer  (torque 
down to 20 Nm).

Installing the Flexible Shaft
: Remove the protective cap from 

one end of the shaft.
: Push the end of the flexible shaft (1) 

into the sleeve (2) until it engages – 
turn shaft back and forth at the 
same time. 

: Remove the protective cap from the 
other end of the shaft.

: Push the end of the flexible shaft 
into the powerhead coupling (3) 
until it engages – turn the shaft back 
and forth at the same time.

: Keep the protective caps in a safe 
place.

27
1B

A0
41

 K
N

1
3 52

4

2

26
6B

A
01

0 
K

N1

1

3

27
1B

A
03

5 
K

N

13FR 350, FR 450, FR 480



English
Mounting the Loop Handle with 
Barrier Bar
: Insert the square nuts (1) in the 

barrier bar (2) – line up the holes.

: Place the clamp (3) in the loop 
handle (4) and position them both 
against the drive tube (5).

: Fit the clamp (6) and place barrier 
bar (2) in position as shown – line up 
the holes.

: Insert the screws (7) in the holes 
and screw them into the barrier bar 
as far as stop.

: Go to "Securing the Loop Handle".

Mounting the Loop Handle 
without Barrier Bar
: Place the clamp (3) in the loop 

handle (4) and position them both 
against the drive tube (5).

: Fit the clamp (6) and line up the 
holes.

: Fit the washers (7) on the screws 
(8), Insert the screws in the holes 
and screw on the square  nuts (1) as 
far as stop.

: Go to "Securing the Loop Handle".
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Adjusting the Throttle Cable
Securing the Loop Handle
: Secure the loop handle (4) about 

20 cm (A) forward of the control 
handle (9).

: Line up the loop handle.
: Tighten down the screws firmly and 

lock the nuts if necessary.
Sleeve (10) is supplied in some 
markets and must be between the 
loop handle and control handle. 

Fitting the Throttle Cable
: Push the throttle cable (1) into the 

two cable retainers (2) about 20 cm 
(A) from either end of the shaft.
The throttle cable must be 
positioned parallel to the flexible 
shaft over its whole length. Do not 
wrap the throttle cable around the 
flexible shaft.

Throttle Cable Adjustment
Go to "Adjusting the Throttle Cable".

A properly adjusted throttle cable is 
the precondition for correct 
operation in the full throttle, starting 
throttle and idle positions.

Adjust the throttle cable only after 
the unit is fully assembled – the 
control handle must be in the normal 
operating position.

: Put the machine on the ground in 
the normal operating position.
The throttle cable must lie parallel to 
the flexible shaft and not be 
wrapped around it since correct 
adjustment of the throttle cable is 
otherwise impossible.
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English
: Use a suitable tool to push the slide 
to the bottom of the slot (see 
illustration).

: Press down the trigger interlock (1) 
and squeeze the throttle trigger (2)  
(full throttle) – this sets the throttle 
cable correctly.
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Approved Combinations of Cutting Tool, 
Deflector and Handle
Cutting Tools
  1 STIHL SuperCut 20-2 mowing head
  2 STIHL AutoCut 25-2 mowing head
  3 STIHL AutoCut C 25-2 mowing 

head
  4 STIHL AutoCut 30-2 mowing head
  5 STIHL TrimCut 30-2 mowing head
  6 STIHL PolyCut 20-3 mowing head
  7 STIHL FixCut 25-2 mowing head

  8 Grass cutting blade 230-2 
  9 Grass cutting blade 230-4 
10 Grass cutting blade 230-8 
11 Grass cutting blade 250-40 Spezial
12 Brush knife 250

Grass cutting blades and brush knives 
made of any other non-metal material 
are not permitted.

Deflectors
13 Deflector for mowing heads only
14 Deflector with
15 Skirt and blade for all mowing heads 

(see “Mounting the Deflector”)
16 Deflector without skirt and blade  

for all metal mowing tools and brush 
knives

Handles
17 Loop handle
18 Loop handle with 
19 Barrier bar

Equipment
The complete unit includes:

– Cutting tool
– Deflector
– Handle

Approved Combinations
Select correct combination from the 
table on the next page on the basis of 
the cutting tool.

For safety reasons only the tools, 
deflectors and handles shown in 
each row of the table may be used 
together. 
No other combinations are 
permitted because of the risk of 
accidents and personal injury.

Mowing heads (1, 2, 3, 4, 5, 6 and 7) 
may only be used on loop handle 
brushcutters.

Grass cutting blades (metal, 8, 9, 10 
and 11) may only be used on loop 
handle brushcutters with barrier bar.

Brush knives (metal; 12) may only be 
used on loop handle brushcutters with 
barrier bar.

To reduce the risk of personal 
injury, take special care to avoid 
contact with the rotating cutting tool.
17FR 350, FR 450, FR 480
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Cutting Tool Deflector Handle
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English

Approved Power Tool 
Attachments

Mounting the Deflector
T

The following STIHL attachments may 
be mounted to the basic power tool:

1) Barrier bar must be fitted on the 
loop handle 

Mounting the deflector
1 = Deflector approved for all cutting 

tools
2 = Deflector approved for use with 

mowing heads only
: Place the deflector on the 

gearhead.
: Fit the plate (3) and line it up.
: Insert M 5 x 18 screws and tighten 

down firmly.

Fitting skirt and blade
These parts must be fitted to the 
deflector (1) when you use a 
mowing head:

: Slide the lower guide slot of the 
skirt (4) onto the deflector (1) – it 
must snap into position.

: Push the blade (5) into the upper 
guide slot on the skirt and line it up 
with the first hole.

: Fit the screw and tighten it down 
firmly.

Attachment Application

BF 1) Cultivator 
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English

Mounting the Cutting Tools
Preparing the Brushcutter
: Put your brushcutter on the ground 

– position the gearhead so that the 
cutting tool mounting flange points 
up.

Mounting Hardware 
for Cutting Tools
The mounting hardware supplied 
depends on the cutting tool that comes 
as original equipment with the new 
machine.

Removing Mounting Hardware
Scope of supply for mowing heads

: Pull the hose (1) (protector for 
shipping) off the shaft (2).

: Go to “Mounting the Mowing Head”

If you want to mount a metal cutting 
tool in place of a mowing head, you 
will need the following additional 
parts: Nut (3), rider plate (4) and 
thrust washer (5) – see “Special 
Accessories”.

Scope of supply for metal cutting 
tools

: Pull the hose (1) (protector for 
shipping) off the shaft (2).

: The nut (3), rider plate (4) and thrust 
washer (5) are in the parts kit 
supplied with the machine.

: Go to “Mounting Metal Cutting Tool”.00
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English
Blocking the Drive Shaft

: Insert the stop pin* or screwdriver* 
(7) in the bore (8) in the gearhead as 
far as stop, apply slight pressure.

: Rotate the shaft (2), nut or cutting 
tool until the stop pin slips into 
position and blocks the shaft.
Remove the tool used to block the 
shaft after mounting the cutting tool.

* Included in scope of supply or 
available as special accessory, see 
“Special Accessories”

Mounting the Mowing Head
Keep instruction sheet for mowing head 
in a safe place.

: Screw 
STIHL SuperCut 20-2, 
STIHL AutoCut 25-2, C 25-2, 30-2,
STIHL TrimCut 30-2 or
STIHL PolyCut 20-3
counterclockwise onto the shaft (1) 
as far as stop.

: Block the output shaft.
: Tighten down the mowing head 

firmly.
Remove the tool used to block the 
shaft.

STIHL FixCut 25-2

: Place the mowing head on the 
thrust plate (2).
Collar (arrow) must locate in the 
mowing head’s mounting hole.

: Push the thrust washer (3) over the 
shaft (1) so that it locates against 
the base.

: Block the output shaft.
: Use the combination wrench (5) to 

screw the mounting nut (4) onto the  
shaft and tighten it down firmly.
Remove the tool used to block the 
shaft.
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English
Removing the Mowing Head
: Block the output shaft.

STIHL SuperCut 20-2, 
STIHL AutoCut 25-2, C 25-2, 30-2, 
STIHL TrimCut 30-2, 
STIHL PolyCut 20-3

: Unscrew the mowing head 
clockwise.

STIHL FixCut 25-2

: Use the combination wrench to 
loosen and unscrew the mounting 
nut clockwise from the output shaft.
If the mounting nut is too loose, fit a 
new one.

Adjusting Nylon Line
STIHL SuperCut

Fresh line is advanced automatically if 
remaining line is still at least 6 cm long. 
The blade on the deflector trims over-
long lines to the correct length.

STIHL AutoCut

: Hold the rotating cutting head 
horizontal to the ground – tap it on 
the ground – about 3 cm fresh line 
is advanced.

The blade on the deflector trims over-
long lines to the correct length. Avoid 
tapping the head more than once.

Line feed operates only if both lines still  
have a minimum length of 2.5 cm.

All other mowing heads

Refer to instructions supplied with the 
mowing head.

To reduce the risk of serious injury, 
always shut off the engine before 
adjusting the mowing line by hand.

Replacing Nylon Line 
or Cutting Blades
Refer to instructions supplied with the 
mowing head.

Mounting Metal Cutting Tools
The skirt and blade on the mowing 
head deflector are not required for 
the grass cutting blades 230-2 (1), 
230-4 (2), 230-8 (3), 250-40 Spezial 
(4) and brush knife (5) – see 
“Mounting the Deflector”
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English

Fuel
: Position the gearhead so that the 
cutting tool mounting flange points 
up:
Cutting edges of  (1), (2) and (5) 
may point in either direction.
Cutting edges of (3) and (4) must 
point clockwise.
Direction of rotation is marked by an 
arrow on the inside of the mowing 
head deflector.

: Place the cutting tool (6) on the 
thrust plate (7).
Collar (arrows) must engage the 
cutting tool’s mounting hole.

Fit the thrust washer (8) and rider 
plate (9) on the shaft (10).

: Block the shaft.
: Use the combination wrench (12) to 

screw the mounting nut (11) on to 
the shaft counterclockwise and 
tighten it down firmly.
If the mounting nut is too loose, fit a 
new one.

Removing Metal Cutting Tools
: Block the shaft.
: Unscrew the mounting nut 

clockwise.
: Take the parts off the shaft – do not 

remove the thrust plate (7).

Your engine requires a mixture of 
gasoline and engine oil.

For health reasons, avoid direct skin 
contact with gasoline and avoid inhaling 
gasoline vapor. 

STIHL MotoMix
STIHL recommends the use of STIHL 
MotoMix. This ready-to-use fuel mix 
contains no benzol or lead, has a high 
octane rating and ensures that you 
always use the right mix ratio.

STIHL MotoMix is specially 
formulated for use in STlHL engines 
and guarantees a long engine life.

MotoMix is not available in all markets.

Mixing Fuel
Unsuitable fuels or lubricants or mix 
ratios other than those specified 
may result in serious damage to the 
engine. Poor quality gasoline or 
engine oil may damage the engine, 
sealing rings, hoses and the fuel 
tank.
23FR 350, FR 450, FR 480
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Gasoline
Use only high-quality brand-name 
gasoline with a minimum octane rating 
of 90 – leaded or unleaded.

If your machine is equipped with a 
catalytic converter, you must use 
unleaded gasoline.

A few tankfuls of leaded gasoline 
will greatly reduce the efficiency of 
the catalytic converter.

Engine Oil
Use only quality two-stroke engine oil. 
We recommend STIHL two-stroke 
engine oil since it is specially 
formulated for use in STlHL engines 
and guarantees a long engine life. 

If STIHL two-stroke engine oil is not 
available, use only quality two-stroke oil 
designed for use in air cooled engines. 
Do not use oils designed for water 
cooled engines or engines with a 
separate lubricating system (e.g. 
conventional four-stroke engines).

Use only STIHL 50:1 two-stroke 
engine oil for the fuel mix in models with 
a catalytic converter. 

Mix Ratio
STIHL 50:1 two-stroke engine oil:
50 parts gasoline to 1 part oil

Other high-quality two-stroke engine 
oils:
25 parts gasoline to 1 part oil

Examples

: Use a canister approved for storing 
fuel. Pour oil into the canister first, 
then add gasoline and mix 
thoroughly. 

Storing Fuel
Store fuel only in approved safety-type 
fuel canisters in a dry, cool and safe 
location protected from light and the sun.

Fuel mix ages: 
Only mix sufficient fuel for a few weeks 
work. Do not store fuel mix for longer 
than 3 months.
Exposure to light, the sun, low or high 
temperatures can quickly make the fuel 
mix unusable.

: Thoroughly shake the mixture in the 
canister before fueling your 
machine.

Pressure may build up in the 
canister – open it carefully.

: Clean the fuel tank and canister 
from time to time.
Dispose of remaining fuel and 
cleaning fluid properly in 
accordance with local regulations 
and environment requirements.

Gaso-
line

STIHL 
engine oil
50:1 

Other high-
quality two-
stroke engine 
oils:
25:1

Liters Liters (cc) Liters (cc)
1 0.02 (20) 0.04 (40)
5 0.10 (100) 0.20 (200)

10 0.20 (200) 0.40 (400)
15 0.30 (300) 0.60 (600)
20 0.40 (400) 0.80 (800)
25 0.50 (500) 1.00 (1000)
24 FR 350, FR 450, FR 480



English

Fueling
: Before fueling, clean the filler cap 
and the area around it to ensure that 
no dirt falls into the tank.

: Position the unit so that the filler cap 
is facing up.

Take care not to spill fuel while fueling 
and do not overfill the tank. STIHL 
recommends the STIHL filler nozzle 
(special accessory).

After fueling, tighten down filler cap 
by hand as securely as possible. 

Change the fuel pickup body 
once every year
: Drain the fuel tank.
: Use a hook to pull the fuel pickup 

body out of the tank and take it off 
the hose.

: Push the new pickup body into the 
hose.

: Place the pickup body in the tank.
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Fitting Backpack
Adjusting the harness straps
: Pull the ends of the straps (A) 

downward to tighten the harness.
: Lift the tabs of the sliding adjusters 

(B) to slacken the harness straps.
: Close and lock quick-action 

fastener (C) by pushing it together.
: Squeeze the hooks to open the 

quick-action fastener (D).

Adjusting backpack
: Close and lock the hip belt (1) and 

adjust so that it fits snugly against 
your hip.

: Adjust harness straps (2) to correct 
length.

: Use straps (3) to fix position of 
harness – (adjust to size).

: Back padding must fit firmly and 
securely against your back.

Removing backpack
: Open quick-action fastener on the 

hip belt.
: Loosen the harness straps by lifting 

the sliding adjusters and then take 
off the backpack.
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English

Starting / Stopping  
the Engine
Controls
1 Throttle trigger interlock
2 Throttle trigger
3 Slide control

Positions of Slide Control
: STOP-O (4) – engine off – the 

ignition is switched off.
: # – normal run position  (5) – the 

engine is running or can start.
: START (6) – the ignition is switched 

on – the engine can start.

Symbol on slide control

: h (7) – stop symbol and arrow. To 
stop the engine, move the slide 
control in direction of arrow (h) to  
STOP-O

Starting
: Hold down the throttle trigger 

interlock and squeeze the throttle 
trigger.

: Keep both levers in that position.
: Move the slide control to START.

and hold it there.
: Now release the throttle trigger, 

slide control and throttle trigger 
interlock in that order. This is the 
starting throttle position.

: Set the choke knob (8):
For cold start to:  g

For warm start to:  e
also use this setting if the engine 
has been running but is still cold.

: Press fuel pump bulb (9) at least  
5 times – even if the bulb is still filled 
with fuel.

: Press the button (10) of the 
decompression valve.
The button must be pressed in  
before each starting attempt.
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English
: Put the unit on the ground. Make 
sure it is secure.

: Remove the transport guard from 
the cutting attachment.

: Keep the flexible shaft as straight as 
possible so that the guard on the 
control handle and the cutting 
attachment deflector are resting on 
the ground.
Make sure the throttle cable is 
positioned parallel to the flexible 
shaft and not wrapped around it.

Check that the cutting attachment is 
not touching the ground or any other 
object.

: Make sure you have a firm footing:
Hold the unit steady with your left 
hand on the shroud and put one foot 
on the frame and press down.

: Pull the starter rope slowly with your 
right hand until you feel it engage 
and then give it a brisk strong pull. 
Do not pull out the starter rope all 
the way – it might otherwise break.

: Do not let the starter grip snap back  
– guide it slowly into the housing so 
that the starter rope can rewind 
properly.

When the engine begines to fire:

: Set the choke knob to e.
: Press button of decompression 

valve again.
: Continue cranking.
: As soon as the engine runs, blip  the 

throttle trigger (2) so that the slide 
control (3) moves to the normal run 
position # and the engine settles 
down to idle speed. 
Make sure the carburetor is 
correctly adjusted – the cutting 
attachment must not rotate when 
the engine is idling

Your machine is now ready for 
operation.
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English
Stopping the Engine
: Push the slide control to 0 (c).

At very low outside temperatures
: Motor warmlaufen lassen

As soon as engine runs:
: Blip the throttle trigger. The slide 

control moves to the normal run 
position # and the engine settles 
down to idle speed.

: Open the throttle slightly.
: Warm up engine for brief period.

FR 450: It may be necessary to change 
over to winter operation – see chapter 
on "Winter Operation".

If the engine does not start
If you did not turn the choke knob to e 
(warm start) quickly enough after the 
engine began to fire, the engine has 
flooded.

: Turn the choke knob to e
: Set the slide control, trigger 

interlock and throttle trigger to the 
starting throttle position.

: Start the engine by pulling the 
starter rope firmly. 10 to 20 pulls 
may be necessary.

If the engine still does not start

: Move the slide control 0 (c).
: Pull off the spark plug boot (5).
: Unscrew and dry off the spark plug.
: Open the throttle wide.
: Crank the engine several times with 

the starter to clear the combustion 
chamber.

: Refit the spark plug and connect the 
spark plug boot – press it down 
firmly.

: Move the slide control to START.
: Turn the choke knob to e – even if 

the engine is still cold.
: Now start the engine.

Throttle cable adjustment

: Check that the throttle cable is 
properly adjusted – see "Adjusting 
the Throttle Cable".

Tank run completely dry before 
refueling

: Press the fuel pump bulb at least 
five times, even if the bulb is still 
filled with fuel.

: Now start the engine.
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English

Operating Instructions Cleaning the Air Filter
During break-in period

A factory new machine should not be run 
at high revs (full throttle off load) for the 
first three tank fillings. This avoids 
unnecessary high loads during the 
break-in period.
As all moving parts have to bed in during 
the break-in period, the frictional 
resistances in the engine are greater 
during this period.
The engine develops its maximum 
power after about 5 to 15 tank fillings.

During operation

After a long period of full-throttle 
operation, allow engine to run for a while 
at idle speed so that the heat in the 
engine can be dissipated by flow of 
cooling air. This protects engine-
mounted components (ignition, 
carburetor) from thermal overload.

After finishing work

Storing for short period:
Wait for engine to cool down. Drain the 
fuel tank and keep the unit in a dry place, 
away from sources of ignition, until you 
need it again.
Storing for a long period:
see chapter "Storing the Machine".

Dirty air filters reduce engine power, 
increase fuel consumption and make 
starting more difficult.

FR 350

If there is a noticeable loss of engine 
power

: Turn choke knob to g.
: Press in the tab (1).
: Pull off the filter cover (2). 
: Clean away loose dirt from inside 

the filter cover and around the filter.

: Remove the filter element (3) and 
inspect it – replace if dirty or 
damaged.

: Fit the air filter in the cover.
: Push the filter cover into position.

FR 450, FR 480

If there is a noticeable loss of engine 
power

: Turn choke knob to g.
: Loosen the mounting screw (1).
: Pull off the filter cover (2).
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English

Adjusting the Carburetor
: Clean away loose dirt from inside 
the filter cover and around the filter.

: Remove the filter element (3) and 
inspect it – replace if dirty or 
damaged.

: Fit the air filter in the cover.
: Push the filter cover into position.

General Information
The carburetor comes from the factory 
with a standard setting.

This setting provides an optimum fuel-air 
mixture under most operating 
conditions.

With this carburetor it is only possible to 
adjust the high speed screw within fine 
limits.

Standard Setting
: Shut off the engine.
: Mount approved cutting tool.
: Check the air filter and replace if 

necessary.
: Check adjustment of the throttle 

cable and readjust if necessary – 
see "Adjusting the Throttle Cable".

: Turn high speed screw (H) 
counterclockwise (max. 3/4  turn) as 
far as stop.

: Carefully screw the low speed 
screw (L) down onto its seat. Then 
open it one turn counterclockwise.

: Start the engine and run it until it is 
warm.

: Adjust idle speed with the idle speed 
screw (LA) so that the cutting tool 
does not rotate.
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English

Winter Operation

FR 450, FR 480
Adjusting Idle Speed
Engine stops while idling 

: Carry out standard setting with the 
low speed screw (L).

: Turn the idle speed screw (LA) 
clockwise until the engine runs 
smoothly – the cutting tool must not 
rotate.

Cutting tool rotates when engine is 
idling

: Turn the idle speed screw (LA) 
counterclockwise until the cutting 
tool stops rotating – then turn the 
screw about another half to one full 
turn in the same direction from that 
position.

Erratic idling behavior, poor 
acceleration

: Carry out standard setting with the 
low speed screw (L).
Idle setting too lean:

: Turn low speed screw (L) 
counterclockwise until the engine 
runs and accelerates smoothly.

It is usually necessary to change the 
setting of the idle speed screw (LA) 
after every correction to the low speed 
screw (L).

Fine tuning the carburetor for 
operation at high altitude

A slight correction may be necessary if 
the engine does not run satisfactorily:

: Check standard setting.
: Warm up the engine.
: Turn the high speed screw (H) 

clockwise (leaner).

Install intake air preheating kit 
4128 007 1001* to prevent air filter and 
carburetor icing at temperatures below 
10°C (14°F), in drifting snow and powder 
snow.

: Remove the standard air filter (1) 
and install the winter air filter (2) in 
its place.

: Push shutter (3) up into to underside 
of filter coverkels schieben. This is 
the winter position (top 
illustration).

* See "Guide to Using this Manual"
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English

Checking the Spark Plug
Once the above climatic conditions no 
longer apply (higher temperature):

: Remove the winter ar filter (2) and 
install the standard air filter (1) in its 
place.

: Push shutter (3) down into summer 
position (bottom illustration).

If engine is down on power, difficult to 
start or runs poorly at idle speed, first 
check the spark plug.

: Remove the spark plug – 
see "Starting / Stopping the Engine".

: Clean dirty spark plug.
: Check electrode gap (A) and 

readjust if necessary – see 
"Specifications".

: Rectify the problems which have 
caused fouling of spark plug:

– To much oil in fuel mix.
– Dirty air filter.
– Unfavorable running conditions.

: Fit a new spark plug after 
about 100 operating hours – or 
sooner if the electrodes are badly 
eroded. 
Install only suppressed spark plugs 
of the type approved by STIHL – 
see "Specifications".

To reduce the risk of arcing 
and fire:

: If the spark plug comes with a 
detachable adapter nut (1), screw it 
on firmly.
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English

Engine Running Behavior Lubricating the 
Gearbox
On all spark plugs: 
: Always press the boot (2) firmly on 

to the spark plug (3).

If engine running behavior is 
unsatisfactory even though the air filter 
is clean and the carburetor and throttle 
cable are properly adjusted, the cause 
may be in the muffler.

Have your STIHL dealer inspect the 
muffler for carbonization.

STIHL recommends that maintenance 
and repair work be carried out only by 
authorized STIHL dealers. : Check grease level regularly – 

about every 25 hours of operation.
: Unscrew the filler plug (1).
: If no grease can be seen on the 

inside of the filler plug, screw the 
tube (2) of STIHL gear lubricant for 
brushcutters – see "Special 
Accessories" – into the filler hole.

: Squeeze up to 5 g grease into the 
gear housing.
Do not completely fill the gear 
housing with grease. 

: Refit the filler plug and tighten it 
down firmly.
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English

Lubricating the 
Flexible Shaft

Replacing Starter Rope 
and Rewind Spring
: Check film of lubricant about every 
25 hours of operation.

: Press down the lever (1) on the 
powerhead.

: Disconnect the flexible shaft.
: Pull the shaft (2) out of the 

protective tube (3) and note 
installed position.

: Coat shaft with STIHL gear lubricant 
for hedge trimmers – see 
Specifications. Do not apply too 
much grease.
If the shaft has turned blue, fit a new 
one.

: Refit the flexible shaft (2) in the 
protective tube (3) – turn it 180° 
from the original installed 
position and push it home as far 
as stop.

: Push the flexible shaft fully into the 
powerhead coupling (4) – turn the 
shaft back and forth at the same 
time.

Replacing a broken starter rope

: Remove the screws (1). 
: Lift away the fan housing.
: Remove the spring clip (2).
: Carefully remove the rope rotor with 

washer (3) and pawl (4).

The rewind spring may pop out and 
uncoil during this operation. Take 
care to avoid injury.
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English
: Ease the cap (5) out of the starter 
grip. 

: Remove remaining rope from the 
rotor and grip.

: Tie a simple overhand knot in the 
new rope – see "Specifications" – 
and then thread it through the top of 
the grip and the rope bush (6).

: Refit the cap in the grip.

: Thread the rope through the rotor 
and secure it with a simple 
overhand knot.

: Coat rope rotor bearing bore with 
non-resinous oil.

: Slip rotor over starter post – turn it 
back and forth to engage anchor 
loop of rewind spring.

: Refit the pawl (4).
: Fit the washer (3).
: Install spring clip (2) on starter post 

and engage it on the pawl's peg – 
the spring clip must point clockwise.

Tensioning rewind spring
: Make a loop in the unwound 

starter rope and use it to turn 
the rope rotor six full revolutions 
counterclockwise.

: Hold the rotor steady – pull out and 
straighten the twisted rope.

: Release the rope rotor.
: Let go of rope slowly so that it winds 

onto the rotor.
The starter grip must locate firmly in 
the rope guide bush. If the grip 
droops to one side: Add one more 
turn on rope rotor to increase spring 
tension.

When the starter rope is fully extended 
it must still be possible to rotate the rotor 
another half turn (FR 350) or another 
one and a half turns (FR 450, FR 480).

If this is not the case, the spring is 
overtensioned and could break.
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English
: Take one turn of rope off the rotor in 
such a case.

: Fit the fan housing.
Replacing a broken rewind spring
: Remove the rope rotor as described 

under "Replacing a broken starter 
rope".
The bits of spring in the fan housing 
might still be under tension and 
could fly apart when you take them 
out of the housing. To reduce risk of 
injury, wear eye and face protection 
and work gloves.

FR 450, FR 480

: Take out the screw (7).
: Remove the parts of the spring.
: Lubricate the new spring with a few 

drops of non-resinous oil**.

** See "Special Accessories"

: Place the new spring with retaining 
frame in position – check that outer 
loop (8) is properly engaged.

: Use a suitable tool to push spring 
into the housing. Apply tool through 
the openings (arrows). The frame 
slips off in this process.

If the spring pops out of the housing 
during installation: Refit it in the 
counterclockwise direction, starting 
outside and working inward.

: Fit the screw.
: Install the rope rotor as described 

under "Replacing a broken starter 
rope".

: Tension the rewind spring.
: Fit the fan housing.

FR 350

: Take out the screws (9).
: Remove the spring housing and 

parts of spring.
: Lubricate replacement spring in 

new spring housing with a few drops 
of non-resinous oil**.

Place the replacement spring with 
housing in position – bottom plate must 
face up. If the spring pops out of the 
housing during installation: Refit it in the 
clockwise direction, starting outside and 
working inward.

: Fit the screws.
: Install the rope rotor as described 

under "Replacing a broken starter 
rope".

: Tension the rewind spring.
: Fit the fan housing.

** See  "Special Accessories"
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Storing the Machine Sharpening 
Metal Cutting Tools
For periods of about 3 months or longer

: Drain and clean the fuel tank in a 
well ventilated area.

: Dispose fuel properly in accordance 
with local environmental 
requirements.

: Run engine until carburetor is dry – 
this helps prevent carburetor 
diaphragms sticking together.

: Remove, clean and inspect the 
cutting tool.

: Thoroughly clean the machine – pay 
special attention to the cylinder fins 
and air filter.

: Store the machine in a dry, high or 
locked location – out of the reach of 
children and other unauthorized 
persons.

: Use a file – see “Special 
Accessories” – to sharpen cutting 
tools. In case of more serious wear 
or nicks: Resharpen with a grinder 
or have work done by STIHL dealer.

: Resharpen frequently, take away as 
little material as possible – two or 
three strokes of the file are usually 
enough. 

To avoid out-of-balance

: After resharpening about 5 times, 
have blade checked on STIHL 
balancer – see “Special 
Accessories” – and rebalanced as 
necessary.

: Resharpen the cutters (1) uniformly 
– do not alter the contour of the 
parent blade (2) in any way.

See cutting tool packaging for additional 
sharpening instructions.
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Maintenance Chart
1) STIHL recommends a STIHL servicing dealer

Please note that the following maintenance intervals apply for normal operating 
conditions. If your daily working time is longer than normal or cutting conditions 
are difficult (very dusty work area etc.), shorten the specified intervals accordingly.
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Complete machine
Visual inspection 
(condition, leaks) X X

Clean X

Control handle Check operation X X

Air filter
Clean X X

Replace X

Pickup body in fuel tank
Check X

Replace X X X

Fuel tank Clean X X

Carburetor
Check idle speed X X

Readjust idle X

Spark plug
Readjust electrode gap X

Replace after 100 hours of operation

Cooling inlets
Inspect X

Clean X

All accessible screws and nuts 
(not adjusting screws) Retighten X

Anti-vibration elements
Check X X X

Have replaced by servicing dealer 1) X

Cutting tool

Visual inspection X X

Replace X

Check tightness X X

Metal cutting tools Sharpen X X

Flexible shaft
Inspect X

Replenish film of lubricant X

Gearbox lubrication
Check X

Replenish X

Safety labels Replace X
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Minimize Wear and 
Avoid Damage
Observing the instructions in this manual 
helps reduce the risk of unnecessary 
wear and damage to the power tool.

The power tool must be operated, 
maintained and stored with the due care 
and attention described in this owner’s 
manual. 

The user is responsible for all damage 
caused by non-observance of the safety 
precautions, operating and maintenance 
instructions in this manual. This includes 
in particular:

– Alterations or modifications to the 
product not approved by STIHL.

– Using tools or accessories which 
are neither approved nor suitable for 
the product or are of a poor quality.

– Using the product for purposes for 
which it was not designed. 

– Using the product for sports or 
competitive events.

– Consequential damage caused by 
continuing to use the product with 
defective components.

Maintenance Work
All the operations described in the 
"Maintenance Chart" must be performed 
on a regular basis. If these maintenance 
operations cannot be performed by the 
owner, they should be performed by a 
servicing dealer.

STIHL recommends that you have 
maintenance and repair work carried out 
only by an authorized STIHL servicing 
dealer. STIHL servicing dealers are able 
to attend regular training courses and 
receive technical information bulletins 
on the latest engineering changes.

If these operations are not carried out as 
specified, the user assumes 
responsibility for any damage that may 
occur. Among other things, this includes:

– Damage to the engine due to  
neglect or deficient maintenance 
(e.g. of air and fuel filters), incorrect 
carburetor adjustment or 
inadequate cleaning of cooling air 
inlets (intake ports, cylinder fins).

– Corrosion and other consequential 
damage resulting from improper 
storage.

– Damage to the product resulting 
from the use of poor quality 
replacement parts.

Parts Subject to Wear and Tear
Some parts of the power tool are subject 
to normal wear and tear even during 
regular operation in accordance with 
instructions and, depending on the type 
and duration of use, have to be replaced 
in good time. 
Among other parts, this includes:

– Cutting tools (all types)
– Mounting hardware for cutting tools 

(rider plate, nut, etc.)
– Deflectors
– Clutch
– Filters (air, fuel)
– Starter mechanism
– Spark plug
– Components of anti-vibration 

system
40 FR 350, FR 450, FR 480
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Parts and Controls

Part 1
  1 Loop handle
  2 Barrier bar
  3 Throttle trigger interlock
  4 Throttle cable
  5 Flexible shaft
  6 Cable retainer
  7 Hand guard (trigger)
  8 Throttle trigger
  9 Slide control

10 Shaft disconnect lever
11 Choke knob
12 Fuel pump
13 Air filter cover
14 Fuel tank
15 Fuel filler cap
16 Antivibration elements
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17 Support frame
18 Back padding
19 Harness
20 Hip belt
22 Carburetor adjusting screws
23 Starter gripf
24 Spak plug boot
25 Decompression valve
26 Muffler
27 Spark arresting screen

(not all markets)
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Part 2
Specifications
1 Mowing head
2 Deflector (for mowing heads only)
3 Line limiting blade
4 Deflector with skirt 

(for all cutting tools)
5 Skirt
6 Metal mowing tool

Engine
STIHL single cylinder two-stroke

Displacement
FR 350: 40.2 cm3

FR 450: 44.3 cm3

FR 480: 48.7 cm3

Bore
FR 350: 40 mm
FR 450: 42 mm
FR 480: 44 mm

Stroke
FR 350, 450, 480: 32 mm

Engine power to ISO 8893
FR 350: 1.6 kW (2,2 bhp)
FR 450: 2.1 kW (2.8 bhp)
FR 480: 2.2 kW (3.0 bhp)

Sound pressure level Lpeq 
to ISO 7917 

1) 
Mowing head
FR 450: 95 dB (A)
to ISO 22868 1)

FR 350: 98 dB (A)
FR 480: 97 dB (A)

Metal tool
FR 450: 91 dB (A)
to ISO 22868 1)

FR 350: 97 dB (A)
FR 480: 94 dB (A)

1) Weighted equivalent level includes 
idling and rated maximum speed 
with the same duration of exposure

Sound power level Lweq 
to ISO 108841)

Mowing head
FR 450: 111 dB (A)
to ISO 22868 1)

FR 350: 109 dB (A)
FR 480: 112 dB (A)

Metal tool
FR 450: 108 dB (A)
to ISO 22868 1)

FR 350: 107 dB (A)
FR 480: 109 dB (A)

Vibration measurement aeq 
to ISO 7916 2)

Idle speed, mowing head
Left handle
FR 450: 1.0 m/s2

Right handle
FR 450: 0.5 m/s2

Idle speed, metal tool
Left handle
FR 450: 1.0 m/s2

Right handle
FR 450: 0.5 m/s2

1) Weighted equivalent level includes 
idling and rated maximum speed 
with the same duration of exposure

2) For further details of compliance with 
the Employers' Directive on 
Vibrations 2002/44/EC see 
www.stihl.com/vib/
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Special Accessories
Vibration measurement aeq
to ISO 7916 2)

Max. RPM
Mowing head, left handle
FR 450: 3.5 m/s2

Mowing head, right handle
FR 450: 3.2 m/s2

Max. RPM
Metal tool, left handle
FR 450: 2.3 m/s2

Metal tool, right handle
FR 450: 2.2 m/s2

Vibration measurement a hv,eq 
to ISO 22867 1)2)

Mowing head, left handle
FR 350: 3.3 m/s2

FR 480: 3.3 m/s2

Mowing head, right handle
FR 350: 2.6 m/s2

FR 480: 2.9 m/s2

Metal tool, left handle
FR 350: 1.7 m/s2

FR 480: 2.7 m/s2

Metal tool, right handle
FR 350: 1.8 m/s2

FR 480: 3.0 m/s2

1) Weighted equivalent level includes 
idling and rated maximum speed 
with the same duration of exposure

2) For further details of compliance with 
the Employers' Directive on 
Vibrations 2002/44/EC see 
www.stihl.com/vib/

Ignition System
With electronic speed governor

Type
Electronic magneto ignition 
(breakerless)

Spark plug (suppressed)
Bosch WSR 6 F, NGK BPMR 7 A or 
Champion RCJ 6 Y (not all markets)

Electrode gap
0.5 mm

Spark plug thread
M 14x1.25; 9.5 mm lang

Rewind Starter
Starter rope
3 mm dia. x 800 mm (0000 195 8200)

Carburetor
All position diaphragm carburetor with 
integral fuel pump

Air filter
Paper filter element

Fuel tank capacity
FR 350: 0.64 L (640 cm3)
FR 450, FR 480: 0.68 L (680 cm3)

Fuel mix
see chapter on "Fuel"

Weight
dry, without cutting tool and deflector
FR 350: 10.3 kg
FR 450, FR 480: 10.8 kg

Cutting Tools
  1 STIHL SuperCut 20-2 mowing head
  2 STIHL AutoCut 25-2 mowing head
  3 STIHL AutoCut C 25-2 mowing 

head
  4 STIHL AutoCut 30-2 mowing head
  5 STIHL TrimCut 30-2 mowing head
  6 STIHL PolyCut 20-3 mowing head
  7 STIHL FixCut 25-2 mowing head
  8 Grass cutting blade 230-2 
  9 Grass cutting blade 230-4 
10 Grass cutting blade 230-8 
11 Grass cutting blade 250-40 Spezial 
10 Brush knife 250-3

Use cutting tools only in accordance 
with instructions in chapter 
“Approved Combinations of Cutting 
Tool, Deflector and Handle”
44 FR 350, FR 450, FR 480
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Maintenance and Repairs
Special accessories for cutting tools

Nylon line for mowing heads 1 to 7

Prewound spool with nylon line for 1 to 4

Thermoplastic blades, 
(set of 12) for 6

Transport guards for 8 to 12

Sharpening aids for
metal cutting tools

Flat sharpening files for 8, 9, 10 and 12

STIHL balancer for 8 to 12 

Sharpening templates (metal and 
cardboard) for 12 

Mounting hardware for 
metal cutting tools

Thrust washer

Rider

Nut

Other Special Accessories
Safety glasses

Combination wrench

Stop pin

Carburetor screwdriver

STIHL gear lubricant for brushcutters

STIHL filler nozzle for fuel

Special resin-free lubricating oil

Contact your STIHL dealer for the latest 
information on these and other special 
accessories.

Users of this machine may only carry 
out the maintenance and service work 
described in this user manual. 
All other repairs must be carried out 
by a servicing dealer.

STIHL recommends that all 
maintenance and repair work be carried 
out by an authorized STIHL dealer. 
STIHL dealers regularly attend training 
courses and are supplied with the 
necessary technical information.

When repairing the machine, only use 
replacement parts which have been 
approved by STIHL for this power tool 
or are technically equivalent. Only use 
high-quality replacement parts in order 
to avoid the risk of accidents or damage 
to the machine.

STIHL recommends the use of genuine 
STIHL replacement parts.

Original STlHL parts can be identified by 
the STIHL part number, the STIHl 
logo and the STlHL parts symbol (. 
The symbol may appear alone on small 
parts.
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Manufacturer’s Certificate 
of Conformity

Quality Certification
ANDREAS STIHL AG & Co. KG
Badstr. 115
71336 Waiblingen

certify that the new machine described 
below

conforms to the specifications of  
Directives 98/37/EC, 89/336/EEC and 
2000/14/EC.

The product has been developed and 
manufactured in compliance with the 
following standard:
ISO DIS 14865, EN 61000-6-1,
EN 55012

The measured and guaranteed sound 
power level was determined according 
to Directive 2000/14/EC, Annex V, using 
the ISO 10884 standard.

Technical documents deposited at: 
ANDREAS STIHL AG & Co. KG
Produktzulassung
(Product Licensing)

See CE label for machine's year of 
manufacture.

Done at Waiblingen
October 25, 2006

ANDREAS STIHL AG & Co. KG

Elsner

Director 
Group Product Management

All STIHL products comply with the 
highest quality standards.

An independent organization has 
certified that all products manufactured 
by STIHL meet the strict requirements of 
the ISO 9001 standard for quality 
management systems in terms of 
product development, materials 
purchasing, production, assembly, 
documentation and customer service.

Category: Brushcutter
Make: STIHL
Model: FR 350 
Serial identication: 4134
Model: FR 450, FR 480 
Serial identication: 4128
Displacement: FR 350:

40.2 cm3

FR 450:
44.3 cm3

FR 480:
48.7 cm3

Sound power level to Directive 
2000/14/EC in dB(A):

Measured Guaranteed

FR 350 112 113
FR 450 113 114
FR 480 115 116
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